The wake of an actuator line with a vortex-based tip/smearing correction in uniform and turbulent inflow by Meyer Forsting, Alexander R. et al.
 
 
General rights 
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright 
owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights. 
 
 Users may download and print one copy of any publication from the public portal for the purpose of private study or research. 
 You may not further distribute the material or use it for any profit-making activity or commercial gain 
 You may freely distribute the URL identifying the publication in the public portal 
 
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately 
and investigate your claim. 
  
 
   
 
 
Downloaded from orbit.dtu.dk on: Sep 11, 2019
The wake of an actuator line with a vortex-based
tip/smearing correction in uniform and turbulent inflow
Meyer Forsting, Alexander R.; Pirrung, Georg R.; Ramos García, Néstor
Published in:
Proceedings of the Wake Conference 2019
Link to article, DOI:
10.1088/1742-6596/1256/1/012020
Publication date:
2019
Document Version
Publisher's PDF, also known as Version of record
Link back to DTU Orbit
Citation (APA):
Meyer Forsting, A. R., Pirrung, G. R., & Ramos García, N. (2019). The wake of an actuator line with a vortex-
based tip/smearing correction in uniform and turbulent inflow. In Proceedings of the Wake Conference 2019 (1
ed., Vol. 1256). [012020] IOP Publishing. Journal of Physics: Conference Series (Online)
https://doi.org/10.1088/1742-6596/1256/1/012020
Journal of Physics: Conference Series
PAPER • OPEN ACCESS
The wake of an actuator line with a vortex-based tip/smearing correction
in uniform and turbulent inflow
To cite this article: Alexander R Meyer Forsting et al 2019 J. Phys.: Conf. Ser. 1256 012020
 
View the article online for updates and enhancements.
This content was downloaded from IP address 192.38.90.17 on 07/08/2019 at 11:41
Content from this work may be used under the terms of the Creative Commons Attribution 3.0 licence. Any further distribution
of this work must maintain attribution to the author(s) and the title of the work, journal citation and DOI.
Published under licence by IOP Publishing Ltd
Wake Conference 2019
IOP Conf. Series: Journal of Physics: Conf. Series 1256 (2019) 012020
IOP Publishing
doi:10.1088/1742-6596/1256/1/012020
1
The wake of an actuator line with a vortex-based
tip/smearing correction in uniform and turbulent
inflow
Alexander R Meyer Forsting1, Georg R. Pirrung1, Ne´stor
Ramos-Garc´ıa1
1 DTU Wind Energy, Technical University of Denmark, Frederiksborgvej 399, 4000 Roskilde,
Denmark
E-mail: alrf@dtu.dk
Abstract. The force smearing in the actuator line technique ensures its numerical stability,
but also breaks its intended similarity to the lifting line by similarly smearing its vorticity in the
flow domain. The wake thus induces lower velocities at the blade, linking the blade forces to the
force smearing. A recently developed tuning-free, vortex-based correction recovers this missing
induction, regaining the lifting-line behaviour of the actuator line. The interplay of this new
smearing correction with grid and blade resolution is studied in uniform and turbulent inflow
with respect to the blade forces and wake behaviour. With only 10 grid cells along the blade, the
thrust is within 2.8% and the power within 5.7% of the high-resolution reference. With 20 grid
cells the difference drops to 1.5% and 2.5%, respectively. The influence of the force smearing
on the wake velocities dominates over the choice of correction, yet under turbulent inflow the
wake characteristics become nearly independent of force smearing 6 rotor radii downstream of
the turbine.
1. Introduction
The actuator line (AL) technique developed by Sørensen and Shen [1] is a lifting-line (LL)
representation of the wind turbine rotor suitable for computational fluid dynamics (CFD)
simulations. It captures transient physical features like shed and trailed vorticity (including
root/tip vortices), without the computational cost associated with resolving the full rotor
geometry.
Different to LL vortex formulations the blade forces are dispersed in the flow domain - most
commonly in form of a Gaussian projection - to avoid numerical instability. A length scale - also
referred to as smearing factor - controls this force redistribution, whose lower limit is linked to the
grid size through numerical stability requirements [2]. Shives et al. documented the similarity
between the velocities induced across an AL with Gaussian force smearing and those predicted
by a viscous vortex core model [3]. Dag et al. [4] identified the Lamb-Oseen [5, 6] vortex as
best match to empirical observations - this equivalence was later confirmed theoretically [7, 8].
Following their observations, Dag et al. postulated that the trailed vorticity inherits the viscous
core from the bound vortex of the AL, inducing lower velocities at the blade than without the
core and force smearing. This assumption was verified both empirically [7] and theoretically [8],
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but only holds for three-dimensional Gaussian force smearing. Dag et al. proposed correcting
the AL by estimating the missing velocity from LL simulations.
Based on this, we recently developed a smearing correction [7] - not tip correction as it does
not correct for the physical deficiencies of BEM methods - that incorporates the viscous core in
the dynamic near-wake model [9, 10]. Our implementation was validated with LL simulations
of the NREL 5MW turbine at different wind speeds as shown in figure 1, where the correction
leads to AL blade force distributions matching LL results (refer to section 3.2 for details on the
LL method). The figure also shows that LL simulations with trailing vortices exhibiting viscous
cores (LL + core) lead to similar forces as an AL without any correction.
In this paper we investigate the interplay of smearing/tip corrections and grid resolution
with respect to the blade forces and wake of the NREL 5MW rotor. The new correction could
potentially allow wind farm simulations at lower grid resolution than usual, without jeopardising
their accuracy.
Figure 1. Local thrust and power coefficients along the NREL 5MW blades at different wind
speeds predicted by AL simulations with/without smearing correction and LL with/without
core. (Ns = 9, ∆x = R/10,  = 0.2R)
2. Smearing correction for the actuator line
The correction relies on representing the rotor wake with trailed vortices. They are shed in-
between the AL blade sections as shown in figure 2 with a strength of ∆Γ = Γs − Γs+1 - the
change in bound circulation from one section s to a neighbouring one. An infinitesimal element of
this trailed vortex δl induces a velocity δu at an arbitrary point C along the blade. We estimate
this increment with the near-wake model (NWM) of Pirrung et al. [9, 10]. This model assumes a
fixed-wake to arrive at a simple fit to the analytical expressions for the induced velocities, which
derive from the Biot-Savart law. It relies on indicial functions and thus time-advancement is
achieved by a mere multiplication. However the NWM gives the velocity induced by an inviscid
vortex - to arrive at the missing velocity introduced by the viscous core, the induced velocity
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Figure 2. Trailed vorticity path. The blade rotates in the x-y plane and z points downstream.
The vortex element δl with strength Γs − Γs+1 is shed at r and transported downstream by
the local velocity. The distance from the shedding location r to a point C along the blade is h
(h = r − Cx), where δl induces tangential and axial velocities.
needs to be multiplied by the smearing function
f = exp
(
−(xeˆ⊥)
2
2
)
(1)
,with  representing the smearing length scale. The viscous core only acts in the plane orthogonal
to the vortex element δl, hence the direction vector eˆ⊥ normal to it, projects the vector x pointing
towards the point C from the element, onto this orthogonal plane.
The total missing induction at a blade section s is obtained by summing the contribution
from all trailed vortices. The number of trailed vortices Nv is directly related to the number of
sections resolving the aerodynamic characteristics of the blade, Nv = Ns + 1. Discretising the
vortices in time, the missing induction at a certain blade section becomes
u?s =
Nv∑
v
Nt∑
n
fns,v∆u˜
n
s,v (2)
Here v denotes the trailed vortex index, n the time index and Nt the number of time steps. As
fns,v is a function of time - due to the term xeˆ⊥ in equation (1) - the original NWM was modified
to include this time dependency in [7].
Finally the missing velocities computed in equation (2) correct the original velocities from
the CFD simulations
us = u
CFD
s + u
?
s (3)
The correction has a large impact towards the root and tip of the blade by reducing the angle-
of-attack in this region. The influence on the velocity magnitude and the corresponding change
in the blade forces is negligible.
For a more detailed presentation and discussion of the smearing correction see [7].
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3. Computational method
3.1. Actuator-line simulations
The discretised incompressible Navier-Stokes equations are solved with DTU’s CFD code
EllipSys3D [11, 12, 13]. Details on the numerical techniques are given in [14]. With uniform
inflow the RANS equations are solved using the k-ω shear-stress transport turbulence closure
of Menter [15], whereas the turbulent inflow cases in section 4.2 are computed with the DES
technique of Strelets [16]. The AL model was implemented by Mikkelsen et al. [17] in EllipSys3D.
We employ a version utilising three-dimensional Gaussian force projection, which follows the
original formulation by Sørensen and Shen [1]. The smearing length scale is at least twice
the grid size as recommended by Troldborg et al.[2] to guarantee numerical stability and the
time resolution ensures the blade tip to move no further than one grid cell during a step.
A detailed description of the numerical domain for the uniform inflow cases is given in [7]. To
investigate the wake evolution under turbulent conditions, the mesh was extended in the stream-
wise direction, such that the box domain encompassed 20R x 20R x 25R, with R representing
the rotor radius. The refined mesh extended from the inflow plane until 16R downstream, with
the rotor located 6R from the inflow boundary. The mesh size for this set of simulations was set
to R/32 independent of blade resolution. Thereby all changes in the wake originate purely from
the blade definition and corresponding force smearing, not from the interaction of the turbulence
with the mesh. The isotropic Mann turbulence boxes [18] are those detailed in [14].
3.2. Free-wake lifting-line rotor simulations
The in-house solver MIRAS has been employed to perform the free-wake lifting-line simulations.
MIRAS is a multi-fidelity computational vortex model, which is mainly used for predicting the
aerodynamic behaviour of wind turbines and its wakes [19, 20, 21].
The free-wake vortex method essentially models the wake of a wind turbine by a bundle of
infinitely thin vortex filaments. For the sake of the present study, two different approaches to
compute the angle of attack have been followed.
• Inviscid (LL), where the non-regularized Biot-Savart law is used to compute the induction
from the wake filaments at the quarter-chord location. This is the standard method used
in lifting line solvers.
• Viscous (LL+core), where the regularised Biot-Savart law is used to compute the induction
at the quarter-chord location. A viscous core with radius equal to the actuator line smearing
factor is used for a direct comparison of the methods.
This enables a double validation of the models. On one hand the corrected AL simulations can
be validated against the LL calculations, and on the other hand the raw AL model, without tip
correction, can be compared against the LL+core simulations which include the smearing effect
in the free-wake model. It is important to note here that in all LL simulations a viscous core
model is used during the filament position updating procedure in order to avoid the singular
behaviour of the Biot-Savart law. In this case the initial core radius has been set to 0.1% of
the local chord. A dynamic viscous core model is applied to emulate the effect of viscosity by
changing the vortex core radius as a function of time as in [19].
4. Results and Discussion
All results are obtained with a stiff AL representation of the NREL 5MW [23] running at a
mean wind speed of 8 m s−1 with 9.2 rpm and zero pitch - hub and nacelle are not included.
Operating at its maximal thrust and power coefficient, tip corrections have their largest relative
impact on the blade forces in this regime (see figure 1). Contrary to tip corrections, the smearing
correction also significantly improves the blade loading towards the blade root at higher wind
speeds, as demonstrated in [7].
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Figure 3. Normal and tangential forces on the NREL 5MW blades at 8 m s−1 predicted by AL
simulations with different combinations of blade and grid resolution. The upper panel shows
results with the tip correction of Shen et al. [22] and without correction, the lower one the
same cases with the smearing correction (SC) [7]. (Nv = 10, ∆x = R/20;  = 2∆x; High res.:
Nv = 40 + SC)
4.1. Uniform inflow
4.1.1. Blade forces Figure 3 compares the effect of Shen’s tip correction [22] - with the original
coefficients- and the smearing correction (SC) on the blade forces of the NREL turbine and
investigates their interplay with blade and grid resolution. Here the lowest grid resolution is
2∆x or R/10 and the blade is discretised by either 9 (Nv − 1) or 19 sections (2Nv − 1). As
reference acts a high resolution (High res.) AL simulation with ∆x = R/40, 40 blade sections and
with active smearing correction to arrive at a LL equivalent solution. Clearly, the simulations
with Shen’s correction exhibit a stronger dependency on grid resolution. Doubling the blade
resolution without a corresponding change in the grid definition does not yield an improved
force distribution, but only increases the resolution of the exact same forces. Unsurprisingly,
greater mesh resolution does not benefit the inboard loading, as the tip correction only acts
in the outer fifth of the blade. Whereas the normal forces are excessively reduced towards the
tip, the tangential forces are not sufficiently diminished. This originates from Shen’s correction
acting equally on both forces, which was identified by Wimshurst et al [24] to disagree with
the actual tip loss mechanism observed for turbines (also see Pirrung et al.[25] for an adapted
correction).
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Figure 4. Normalised build-up rotor-
averaged, normal induction correcting
velocities with wake length as predicted by
a fixed-wake approach.
Figure 5. Azimuthally averaged wake deficit one
rotor radius downstream of the NREL 5MW at 8
m s−1 uniform inflow predicted by AL simulations
with different combinations of blade and grid
resolution, with/without tip/smearing correction.
(Nv = 10, ∆x = R/20; High res.: Nv = 40 + SC)
Contrary, the smearing correction (SC) improves both load distributions, with a slight over-
prediction of the forces towards the tip - maximally 3% in the normal and 6% in the tangential
component at the lowest grid resolution, falling to 0.5% and 2%, respectively, when halving the
mesh size. Thus a more accurate force distribution can be obtained even at low grid resolution,
which reduces the computational costs of aero-elastically coupled simulations. The remaining
dependency on the smearing parameter partially related to ignoring the velocities induced by
other blades. Figure 4 shows the build up of the velocities correcting the normal induction with
wake length for the two cases presented in figure 3. Here the focus is on the normal component
of the velocity correction, as it has the greatest impact on the forces through the angle-of-
attack. The velocities are obtained by numerically solving the Biot-Savart law for a fixed-wake,
as defined in figure 2. In the current smearing correction, the trailed vorticity only affects the
blade from which it is shed. Figure 4 shows that for large force smearing the induction from the
remaining blades’ vorticity (notice the increase at 120◦ and 240◦) contributes 11% at  = R/5
and less then 1% at half the smearing length scale. Overall, the induction from other blades
is probably not the main reason for the remaining dependency on the length scale and needs
further investigation.
4.1.2. Wakes Little attention is usually given to the wake behaviour in connection with tip
corrections, despite their mutual interaction through the blade forces. figure 5 compares the
near-wake profiles - one radius from the rotor plane - for the blade load distributions presented
in figure 3. Generally, the wake deficit exhibits little sensitivity to the correction, but instead
is connected to the grid resolution through the smearing factor. At the lower resolution (2∆x)
 = R/5, which leads to less pronounced shear layers at the outer edge of the wake and towards
the root. This large force smearing, furthermore, significantly reduces the mass flow in the wake
centre. The change in momentum flux is closest to the highly resolved solution for simulations
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Table 1. Change in momentum flux for the cases in figure 5 one rotor radius downstream of
the rotor plane with respect to the highly resolved (High res.) simulation.
Case R/∆x R/ Nv ∆
∫
(w2 − w2∞)dA [%]
no corr. 10 5 10 −1.10
Shen 10 1.00
20 1.29
SC 10 −0.30
20 0.37
no corr. 20 10 20 −0.99
Shen 1.00
SC 0.22
Figure 6. 10-minute average and standard deviation of normal and tangential forces on the
NREL 5MW at 8 m s−1 mean wind speed and three inflow turbulence levels (0%, 5%, 10%) and
with three different smearing length scales. (Nv = 36, ∆x = R/32,  = R/16)
using the SC as presented in table 1. With a grid resolution of ∆x = R/20 and active SC, the
wake profile approaches the reference, whereas the outer wake edge moves inboard with Shen’s
tip correction.
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4.2. Turbulent inflow
4.2.1. Blade forces As previously shown by Troldborg et al. [26], aerodynamic rotor models
of differing fidelity - actuator disc/line and full-rotor - yield largely similar wake characteristics
under turbulent inflow. The new SC improves the blade loading in uniform inflow even with
low grid resolution, yet the near-wake remains a function of the force smearing - turbulence
might change this. Figure 6 shows 10-minute statistics for the blade loading for changing force
smearing (/R = {4, 8, 16}). Here results only with SC are presented; for a comparison of blade
forces with/without correction refer to [7]. Mean and standard deviation of the forces increase
with force smearingand turbulence intensity (TI). The average normal force at the largest  is
3%, the tangential force 5% greater than at the lowest . The impact on the standard deviation is
larger and lies around 10% for both force components. For intermediate smearing, the difference
is about halved.
Figure 7. Azimuthally/10-minute averaged wake deficit in three planes downstream of the
NREL 5MW and varying turbulence intensity. (Nv = 36, ∆x = R/32)
4.2.2. Wakes Figure 7 explores the influence of force smearing in combination with the SC
on the downstream evolution of the wake deficit. Without any inflow turbulence, the mean
velocity profiles do not evolve after some initial wake expansion. Yet, as shown in figure 5, the
shape quickly converges when decreasing the smearing. With inflow turbulence, differences in
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the time-averaged profiles largely disappear from z/R > 6, rendering them independent of force
smearing.
Figure 8 shows a similar behaviour for the standard deviation, only that a more pronounced
difference remains between all cases two rotor radii downstream in the regions of the tip and
root vortices. This discrepancy directly stems from the force smearing by introducing a viscous
core in the shed vorticity, which hinders the break-up of the root and tip vortices. The missing
vorticity towards the root for  = R/4, diminishes the rotor added turbulence by about 2% at
5% inflow TI. The lower turbulence intensity six radii from the rotor might explain the deeper
deficit observed 4 radii further downstream in figure 7.
Figure 8. 10-minute standard deviation of the streamwise velocity in three planes downstream
of the NREL 5MW and varying turbulence intensity. (Nv = 36, ∆x = R/32)
5. Conclusion
The recently developed tuning-free, vortex-based correction that recovers the intended lifting-
line behaviour of the actuator line, yields accurate blade forces even at low grid resolution.
With only 10 grid cells along the blade, the normal forces are within 3% and the tangential ones
within 6% of the reference. It eliminates the force over-prediction towards the root and tip of the
standard actuator line and outperforms other more commonly employed tip corrections. The
influence of the force smearing on the wake velocities dominates over the choice of correction,
yet under turbulent inflow the wake characteristics become nearly independent of force smearing
6 rotor radii downstream of the turbine - this is both for mean and standard deviation of the
stream-wise velocity component.
The accurate prediction of blade forces in combination with the correct representation of the
rotor wake in turbulent inflow, allows reducing the grid resolution of actuator line simulations,
thereby dropping the computational cost of aero-elastic wind farm simulations.
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